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NOTE:

1. MATES WITH BENDIX CONNECTOR NO. 
PT( )10-6P,

OR EQUAL, SERIES FOR EXTENSION PURPOSES

2  TIN ENDS PER STANDARD COMMERCIAL PRACTICE, TYP BOTH ENDS

3.  A REDUCED COPY OF THIS DRAWING IS TO BE 
SHIPPED WITH ASS'Y

4.  MANUFACTURE & TEST IN ACCORDANCE 
WITH APPLICABLE MANUAL, SEE FR0015 
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5  ON CONNECTOR END: TRIM CABLE SHIELDS FLUSH WITH JACKET.

CABLE SHIELD

FINAL FR0015

8-FT
OR PER CUSTOMER REQ'T

MODEL 249 FUNCTION
(FOR CUSTOMER USE ONLY)

CABLE TO CONNECTOR CONNECTIONS 
FOR 230043.002 ONLY (CUMMINS ENGINE)
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VIATRAN PART NO. DESCRIPTION

CUMMINS ENGINE

230043.012 STD/ST. CONNECTOR

D

1 10MSRT1006 RIGHT ANGLE CONNECTOR 1FOR .022 ONLY

FOR .002 & .012 ONLY
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FOR .002 &
.012 ONLY

FOR .022
ONLY

B STD/RT. ANGLE CONN.230043.022
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1" 31STDW3750 DUAL WALL SHRINK TUBING 4
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NOTE: (CONT'D)

6  IF NECESSARY FOR EASE OF ASS'Y, GROMMET, PART     
OF CONNECTOR STRAIN RELIEF, MAY BE REMOVED

7  COVER END OF CABLE WITH SHRINK TUBING, ITEM
   4 (REF), SO TUBING IS CAPTURED BY CONNECTOR    
STRAIN RELIEF CLAMP AS SHOWN & HEAT SHRINK    
PER SUGGESTED MANUFACTURER'S INSTRUCTIONS

D

   ON OPEN END: TRIM FOIL SHIELD FLUSH WITH CABLE JACKET;    
TWIST & TIN BRAIDED SHIELD MINIMUM 1"
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DRAFTSMAN      DATESCALE MATERIAL

ENGINEER      DATE REVIEW          DATE APPROVED

DRAWING NO.

THIRD ANGLE PROJECTION

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES

TOLERANCES ON: FRACTIONS ±1/64
               DECIMALS-

.XX   ±.01

.XXX  ±.005
               ANGLES    ±1/2°

63  MACHINE FINISH (ALL SURFACES) 
REMOVE BURRS & BREAK SHARP EDGES
   .015 MAX.
MACHINE FILLETS TO .015 R. MAX. 
ALL DIAMETERS TO BE CONCENTRIC
   WITHIN .010 F.I.M.
CHAMFER ALL MALE THREADS 45°±5°
   TO MINOR DIAMETER
C'SINK ALL FEMALE THREADS 90°±10°

   TO MAJOR DIAMETER

REVISIONS

DATELET BY ECN

REFERENCE DRAWINGNEXT ASSEMBLY

ITEMPART NO. DESCRIPTIONQTY.
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